EL DORADO IRRIGATION DISTRICT ORDER NO. R5-2008-0173
DEER CREEK WASTEWATER TREATMENT PLANT NPDES NO. CA0078662

Source of Drinking Water is any water designated as municipal or domestlc supply (MUN) in
a Regional Water Board Basin Plan.

Standard Deviation (o) is a measure of variability that is calculated as follows:

c = (Z[(x - u)?l(n = 1))°°

where:

X is the observed value;

u is the arithmetic mean of the observed values; and
n is the number of samples.

Toxicity Reduction Evaluation (TRE) is a study conducted in a step-wise process designed
to identify the causative agents of effluent or ambient toxicity, isolate the sources of toxicity,
evaluate the effectiveness of toxicity control options, and then confirm the reduction in toxicity.
The first steps of the TRE consist of the collection of data relevant to the toxicity, including
additional toxicity testing, and an evaluation of facility operations and maintenance practices,
and best management practices. A Toxicity Identification Evaluation (TIE) may be required as
part of the TRE, if appropriate. (A TIE is a set of procedures to identify the specific chemical(s)
responsible for toxicity. These procedures are performed in three phases (characterlzatlon
identification, and confirmation) using aquatic organism toxicity tests.)

Upset is an exceptional incident in which there is unintentional and temporary non-compliance
with technology-based permit effluent limitations because of factors beyond the reasonable
control of the Discharger. An upset does not include non-compliance to the extent caused by
operational error, improperly designed treatment facilities, inadequate treatment facilities, lack
of preventative maintenance, or careless or improper operation. (40 CFR 122.41(n)(1)).

Acronyms

AGR — Basin Plan designation for Agricultural supply water
AMEL — Average monthly effluent limitation

AWWARF — American Water Works Association Research Foundation
BAT — Best available technology economically achievable

BCT — Best conventional pollutant control technology

BIO - A location where a representative sample of biosolids can be obtained
BODs — 5-Day biochemical oxygen demand

BPJ — Best professional judgment

BPT — Best practical treatment control technology

BPTC — Best practical treatment or control

CBE - Communities for a Better Environment

CCC — Criteria continuous concentration

CCR — California Code of Regulations

CDO - Cease and Desist Order

CEl - Compliance Evaluation Inspections

CEQA — California Environmental Quality Act

CFR — Code of Federal Regulations
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CMC — Criteria maximum concentration

COLD — Basin Plan designation for Cold freshwater habitat

CTR — California Toxics Rule

Ccv — Coefficient of variation

CWA — Clean Water Act

CcwcC — California Water Code

DFG — Department of Fish and Game

DPH — Department of Public Health

DMQA — Discharge Monitoring Quality Assurance

DNQ — Detected, but not quantified

DO - Dissolved Oxygen :

ECs - The Effective Concentration at which 50% of the population dies

EC — Electrical Conductivity (also known as Specific Conductance)

ECA — Effluent concentration allowance

EFF - A location where a representative sample of the effluent can be obtained
EPCRA - Emergency Planning and Community Right to Know Act

a/L - grams per liter

mg/L - Milligrams per liter
ng/L - Nanograms per liter
ug/L - Micrograms per liter

GWR - Basin Plan designation for groundwater supply

ICs0 - Inhibition Concentration at with reproduction is inhibited by 50%

ICP/AES - Inductively Coupled Plasma Atomic Emission Spectroscopy (an analytical
technique used for the detection of trace metals)

ICP/MS - Inductively Coupled Plasma Mass Spectrometry (a type of mass spectrometry
that is highly sensitive in determining a range of metals concentrations)

IND - Basin Plan designation for Industrial Supply water

INF - A location where a representative sample of the influent can be obtained

Lbs/day - Pounds per day

LCso - A concentration that is lethal to 50 percent of a population

LOEC - The Lowest Observable Effect Concentration

LTA — Long-term average

MCL — Maximum Contaminant Level

MDB&M - Mount Diablo Baseline and Meridian (a set point on Mount Diablo used as a
reference for latitudes and longitudes)

MDEL — Maximum daily effluent limitation
MDL — Method detection limit
MEC — Maximum effluent concentration
MGD — Million gallons per day

mhos/cm - mhos per centimeter (a measure of electrical conductivity)
umhos/cm — micromhos per centimeter

MIGR — Basin Plan designation for Migration of aquatic organisms

mj/cm? - milli joules per square centimeter (a measure of UV dosage)

ML — Minimum level

MMP - Mandatory Minimum Penalties (Fines specified by California for violations of

NPDES Permit requirements)
MPN/100 mL — Most probable number per 100 milliliters
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MRP - - Monitoring and Reporting Program

MUN — Basin Plan designation for Municipal and domestic supply water

NA - Not Applicable or Not Available

NAV - Basin Plan designation for Navigable waters

ND — Not detected

NOEC - No Observable Effect Concentration

NPDES - National Pollutant Discharge Elimination System

NTR — National Toxics Rule

NTU — Nephelometric turbidity unit

NWRI — National Water Research Institute

OAL - Office of Administrative LLaw for the State Water Resources Control Board

pCi/L - pico Curies per Liter (a measure of radioactivity)

pH - Measure of acidity or alkalinity of a solution using the activity of hydrogen ions

PMP — Pollutant Minimization Plan

PMSD - Percent Minimum Significant Difference

POTW — Publicly owned treatment works

PRO - Basin Plan designation for Industrial Process water

PVC - Polyvinyl Chloride (a common component of plastics)

QA - Laboratory designation for Quality Assurance protocols

QC - Laboratory designation for Quality Control protocols

REC - A location where a representative sample of reclaimed water can be obtained

REC-1 — Basin Plan designation for Water contact recreation

REC-2 — Basin Plan designation for Non-contact water recreation

RL —~ Reporting Level

RPA - Reasonable Potential Analysis (Procedure to determine whether a concentration
of substance has potential to exceed water quality standards)

RSW - A location where a representative sample of receiving surface water can be
obtained

RWD — Report of waste discharge

SIC — Standard Industrial Classification

SIP — Policy for Implementation of Toxics Standards for Inland Surface Waters,
Enclosed Bays, and Estuaries of California or State Implementation Policy

SPL - A location where a representative sample of supply water can be obtained

SPWN — Basin Plan designation for Spawning, reproduction, and/or early development

SSMP — Sanitary sewer management plan

SSO — Sanitary sewer overflow

TDS — Total dissolved solids

TIE — Toxicity ldentification Evaluation

TMDL — Total Maximum Daily Load

TRE — Toxicity Reduction Evaluation

TSD — Technical Support Document for Water Quality- Based Toxics Control
((EPA/505/2-90-001)

TSO — Time schedule order

TSS — Total suspended solids

TUc — Chronic toxicity unit

USEPA - United States Environmental Protection Agency

uv — Ultraviolet
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uvs - A location where a representative sample of the UV System can be obtained
WARM — Basin Plan designation for Warm freshwater habitat

WDR — Waste discharge requirements

WER — Water effects ratio

WET — Whole effluent toxicity

WILD — Basin Plan designation for Wildlife habitat

WLA — Waste load allocation

WQBEL - Water quality-based effluent limitation

WQLS — Water quality limited segment

WQS — Water quality standard

WWTP — Wastewater treatment plant
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ATTACHMENT C - FLOW SCHEMATIC

Figure C-1. Flow Schematic
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Figure C-2. Flow Schematic
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EL DORADO IRRIGATION DISTRICT ORDER NO. R5-2008-0173
DEER CREEK WASTEWATER TREATMENT PLANT NPDES NO. CA0078662

ATTACHMENT D - STANDARD PROVISIONS

I. STANDARD PROVISIONS — PERMIT COMPLIANCE
A. Duty to Comply

1. The Discharger must comply with all of the conditions of this Order. Any
noncompliance constitutes a violation of the Clean Water Act (CWA) and the
California Water Code and is grounds for enforcement action, for permit termination,
revocation and reissuance, or modification; or denial of a permit renewal application.
(40 CFR §122.41(a).)

2. The Discharger shall comply with effluent standards or prohibitions established
under Section 307(a) of the CWA for toxic pollutants and with standards for sewage
sludge use or disposal established under Section 405(d) of the CWA within the time
provided in the regulations that establish these standards or prohibitions, even if this
Order has not yet been modified to incorporate the requirement. (40 CFR
§122.41(a)(1).)

B. Need to Halt or Reduce Activity Not a Defense

It shall not be a defense for a Discharger in an enforcement action that it would have
been necessary to halt or reduce the permitted activity in order to maintain compliance
with the conditions of this Order. (40 CFR §122.41(c).)

C. Duty to Mitigate

The Discharger shall take all reasonable steps to minimize or prevent any discharge or
sludge use or disposal in violation of this Order that has a reasonable likelihood of
adversely affecting human health or the environment. (40 CFR §122.41(d).)

D. Proper Operation and Maintenance

The Discharger shall at all times properly operate and maintain all facilities and systems
of treatment and control (and related appurtenances) which are installed or used by the
Discharger to achieve compliance with the conditions of this Order. Proper operation
and maintenance also includes adequate laboratory controls and appropriate quality
assurance procedures. This provision requires the operation of backup or auxiliary
facilities or similar systems that are installed by a Discharger only when necessary to
achieve compliance with the conditions of this Order. (40 CFR §122.41(e).)

E. Property Rights
1. This Order does not convey any property rights of any sort or any exclusive

privileges. (40 CFR §122.41(g).)

Attachment D — Standard Provisions D-1
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2. The issuance of this Order does not authorize any injury to persons or property or

invasion of other private rights, or any infringement of state or local law or
regulations. (40 CFR §122.5(c).)

F. Inspection and Entry

The Discharger shall allow the Regional Water Board, State Water Board, United States
Environmental Protection Agency (USEPA), and/or their authorized representatives
(including an authorized contractor acting as their representative), upon the
presentation of credentials and other documents, as may be required by law, to

(40 CFR §122.41(i); Wat. Code, §13383):

1.

Enter upon the Discharger's premises where a regulated.facility or activity is located
or conducted, or where records are kept under the conditions of this Order (40 CFR
§122.41())(1));

Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this Order (40 CFR §122.41(i)(2));

Inspect and photograph, at reasonable times, any facilities, equipment (including
monitoring and control equipment), practices, or operations regulated or required
under this Order (40 CFR §122.41(i)(3)); and

Sample or monitor, at reasonable times, for the purposes of assuring Order
compliance or as otherwise authorized by the CWA or the Water Code, any
substances or parameters at any location. (40 CFR §122.41(i)(4).)

G. Bypass .

1.

Definitions

a. “Bypass” means the intentional diversion of waste streams from any portion of a
treatment facility. (40 CFR §122.41(m)(1)(i).)

b. “Severe property damage” means substantial physical damage to property,
damage to the treatment facilities, which causes them to become inoperable, or
substantial and permanent loss of natural resources that can reasonably be
expected to occur in the absence of a bypass. Severe property damage does
not mean economic loss caused by delays in production. (40 CFR
§122.41(m)(1)(ii).)

2. Bypass not exceeding limitations. The Discharger may allow any bypass to occur

which does not cause exceedances of effluent limitations, but only if it is for essential
maintenance to assure efficient operation. These bypasses are not subject to the
provisions listed in Standard Provisions — Permit Compliance 1.G.3, 1.G.4, and |.G.5
below. (40 CFR §122.41(m)(2).)
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3. Prohibition of bypass. Bypass is prohibited, and the Regional Water Board may take
enforcement action against a Discharger for bypass, unless (40 CFR
§122.41(m)(4)(i)):

a.

Bypass was unavoidable to prevent loss of life, personal injury, or severe
property damage (40 CFR §122.41(m)(4)(i)(A));

There were no feasible alternatives to the bypass, such as the use of auxiliary
treatment facilities, retention of untreated wastes, or maintenance during normal
periods of equipment downtime. This condition is not satisfied if adequate
back-up equipment should have been installed in the exercise of reasonable
engineering judgment to prevent a bypass that occurred during normal periods of
equipment downtime or preventive maintenance (40 CFR §122.41(m)(4)(i)(B));
and

The Discharger submitted notice to the Regional Water Board as required under
Standard Provisions — Permit Compliance [.G.5 below. (40 CFR
§122.41(m)(4)(i)(C).)

The Regional Water Board may approve an anticipated bypass, after considering its
adverse effects, if the Regional Water Board determines that it will meet the three
conditions listed in Standard Provisions — Permit Compliance 1.G.3 above. (40 CFR
§122.41(m)(4)(ii).) '

5. Notice

H. Upset

a.

Anticipated bypass. If the Discharger knows in advance of the need for a
bypass, it shall submit a notice, if possible at least 10 days before the date of the
bypass. (40 CFR §122.41(m)(3)(i).) :

Unanticipated bypass. The Discharger shall submit notice of an unanticipated
bypass as required in Standard Provisions - Reporting V.E below (24-hour
notice). (40 CFR §122.41(m)(3)(ii).)

Upset means an exceptional incident in which there is unintentional and temporary
noncompliance with technology based permit effluent limitations because of factors
beyond the reasonable control of the Discharger. An upset does not include
noncompliance to the extent caused by operational error, improperly designed
treatment facilities, inadequate treatment facilities, lack of preventive maintenance, or
careless or improper operation. (40 CFR §122.41(n)(1).)

1.

Effect of an upset. An upset constitutes an affirmative defense to an action brought
for noncompliance with such technology based permit effluent limitations if the

requirements of Standard Provisions — Permit Compliance 1.H.2 below are met. No
determination made during administrative review of claims that noncompliance was

Attachment D — Standard Provisions D-3
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caused by upset, and before an action for noncompliance, is final administrative
action subject to judicial review. (40 CFR §122.41(n)(2).).

2. Conditions necessary for a demonstration of upset. A Discharger who wishes to
establish the affirmative defense of upset shall demonstrate, through properly
signed, contemporaneous operating logs or other relevant evidence that (40 CFR
§122.41(n)(3)):

a. An upset occurred and that the Discharger can identify the cause(s) of the upset
(40 CFR §122.41(n)(3)(i));

b. The permitted facility was, at the time, being properly operated (40 CFR
§122.41(n)(3)(ii));

c. The Discharger submitted notice of the upset as required in Standard Provisions
— Reporting V.E.2.b below (24-hour notice) (40 CFR §122.41(n)(3)(iii)); and

d. The Discharger complied with any remedial measures required under Standard
Provisions — Permit Compliance I.C above. (40 CFR §122.41(n)(3)(iv).)

3. Burden of proof. In any enforcement proceeding, the Discharger seeking to
establish the occurrence of an upset has the burden of proof. (40 CFR
§122.41(n)(4).)

I. STANDARD PROVISIONS - PERMIT ACTION
A. General

This Order may be modified, revoked and reissued, or terminated for cause. The filing
of a request by the Discharger for modification, revocation and reissuance, or
termination, or a notification of planned changes or anticipated noncompliance does not
stay any Order condition. (40 CFR §122.41(f).)

B. Duty to Reapply

If the Discharger wishes to continue an activity regulated by this Order after the
expiration date of this Order, the Discharger must apply for and obtain a new permit.
(40 CFR §122.41(b).)

C. Transfers

This Order is not transferable to any person except after notice to the Regional Water
Board. The Regional Water Board may require modification or revocation and
reissuance of the Order to change the name of the Discharger and incorporate such
other requirements as may be necessary under the CWA and the Water Code.

(40 CFR §122.41(1)(3); § 122.61.)
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ll. STANDARD PROVISIONS — MONITORING

A. Samples and measurements taken for the purpose of monitoring shali be representative
of the monitored activity. (40 CFR §122.41(j)(1).)

B. Monitoring results must be conducted according to test procedures under Part 136 or, in
the case of sludge use or disposal, approved under Part 136 unless otherwise specified
in Part 503 unless other test procedures have been specified in this Order. (40 CFR
§122.41(j)(4); §122.44(i)(1)(iv).)

IV. STANDARD PROVISIONS - RECORDS

A. Except for records of monitoring information required by this Order related to the
Discharger's sewage sludge use and disposal activities, which shall be retained for a
period of at least 5 years (or longer as required by Part 503), the Discharger shall retain
records of all monitoring information, including all calibration and maintenance records
and all original strip chart recordings for continuous monitoring instrumentation, copies
of all reports required by this Order, and records of all data used to complete the
application for this Order, for a period of at least three (3) years from the date of the
sample, measurement, report or application. This period may be extended by request
of the Regional Water Board Executive Officer at any time. (40 CFR §122.41(j)(2).)

B. Records of monitoring information shall include:

1. The date, exact place, and time of sampling or measurements (40 CFR

§122.41()(3)(1));

2. The individual(s) who performed the sampling or measurements (40 CFR

§122.41())(3)(i));
3. The date(s) analyses were performed (40 CFR §122.41(j)(3)(iii));
4. The individual(s) who performed the analyses (40 CFR §122.41(j)(3)(iv));
5. The analytical techniques or methods used (40 CFR §122.41(j)(3)(v)); and
6. The results of such analyses. (40 CFR §122.41()(3)(vi).)

C. Claims of confidentiality for the following information will be denied (40 CFR
§122.7(b)):

1. The name and address of any permit applicant or Discharger (40 CFR §122.7(b)(1));
and

2. Permit applications and attachments, permits and effluent data. (40 CFR
§122.7(b)(2).)
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V. STANDARD PROVISIONS —~ REPORTING

A. Duty to Provide Information

The Discharger shall furnish to the Regional Water Board, State Water Board, or
USEPA within a reasonable time, any information which the Regional Water Board,
State Water Board, or USEPA may request to determine whether cause exists for
modifying, revoking and reissuing, or terminating this Order or to determine compliance
with this Order. Upon request, the Discharger shall also furnish to the Regional Water
Board, State Water Board, or USEPA copies of records required to be kept by this
Order. (40 CFR §122.41(h); Wat. Code, §13267.)

B. Signatory and Certification Requirements

1.

4.

~ All applications, reports, or information submitted to the Regional Water Board, State

Water Board, and/or USEPA shall be signed and certified in accordance with
Standard Provisions — Reporting V.B.2, V.B.3, V.B.4, and V.B.5 below. (40 CFR
§122.41(k).)

. All permit applications shall be signed by either a principal executive officer or

ranking elected official. For purposes of this provision, a principa!l executive officer
of a federal agency includes: (i) the chief executive officer of the agency, or (ii) a
senior executive officer having responsibility for the overall operations of a principal
geographic unit of the agency (e.g., Regional Administrators of USEPA). (40 CFR
§122.22(a)(3).).

All reports required by this Order and other information requested by the Regional
Water Board, State Water Board, or USEPA shall be signed by a person described
in Standard Provisions — Reporting V.B.2 above, or by a duly authorized
representative of that person. A person is a duly authorized representative only if:

a. The authorization is made in writing by a person described in Standard
Provisions — Reporting V.B.2 above (40 CFR §122.22(b)(1));

b. The authorization specifies either an individual or a position having responsibility
for the overall operation of the regulated facility or activity such as the position of
plant manager, operator of a well or a well field, superintendent, position of
equivalent responsibility, or an individual or position having overall responsibility
for environmental matters for the company. (A duly authorized representative
may thus be either a named individual or any individual occupying a named
position.) (40 CFR §122.22(b)(2)); and

c. The written authorization is submitted to the Regional Water Board and State
Water Board. (40 CFR §122.22(b)(3).)

If an authorization under Standard Provisions — Reporting V.B.3 above is no longer
accurate because a different individual or position has responsibility for the overall
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operation of the facility, a new authorization satisfying the requirements of Standard
Provisions — Reporting V.B.3 above must be submitted to the Regional Water Board
and State Water Board prior to or together with any reports, information, or
applications, to be signed by an authorized representative. (40 CFR §122.22(c).)

5. Any person signing a document under Standard Provisions — Reporting V.B.2 or
V.B.3 above shall make the following certification:

“I certify under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure
that qualified personnel properly gather and evaluate the information submitted.
Based on my inquiry of the person or persons who manage the system or those
persons directly responsible for gathering the information, the information submitted
is, to the best of my knowledge and belief, true, accurate, and complete. | am aware
that there are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.” (40 CFR §122.22(d).)

C. Monitoring Reports

1. Monitoring results shall be reported at the intervals specified in the Monitoring and
Reporting Program (Attachment E) in this Order. (40 CFR §122.22(1)(4).)

2. Monitoring results must be reported on a Discharge Monitoring Report (DMR) form
or forms provided or specified by the Regional Water Board or State Water Board for
reporting results of monitoring of sludge use or disposal practices. (40 CFR

§122.41(1)(4)(i).) :

3. If the Discharger monitors any pollutant more frequently than required by this Order
using test procedures approved under Part 136 or, in the case of sludge use or
disposal, approved under Part 136 unless otherwise specified in Part 503, or as
specified in this Order, the results of this monitoring shall be included in the
calculation and reporting of the data submitted in the DMR or sludge reporting form
specified by the Regional Water Board. (40 CFR §122.41(1)(4)(ii).)

4. Calculations for all limitations, which require averaging of measurements, shall
utilize an arithmetic mean unless otherwise specified in this Order. (40 CFR
§122.41(1)(4)(iii).)

D. Compliance Schedules
Reports of compliance or noncompliance with, or any progress reports on, interim and

final requirements contained in any compliance schedule of this Order, shall be
submitted no later than 14 days following each schedule date. (40 CFR §122.41(1)(5).)
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E. Twenty-Four Hour Reporting

1. The Discharger shall report any noncompliance that may endanger health or the
environment. Any information shall be provided orally within 24 hours from the time
the Discharger becomes aware of the circumstances. A written submission shall
also be provided within five (5) days of the time the Discharger becomes aware of
the circumstances. The written submission shall contain a description of the
noncompliance and its cause; the period of noncompliance, including exact dates
and times, and if the noncompliance has not been corrected, the anticipated time it
is expected to continue; and steps taken or planned to reduce, eliminate, and
prevent reoccurrence of the noncompliance. (40 CFR §122.41(1)(6)(i).)

2. The following shall be included as information that must be reported within 24 hours
under this paragraph (40 CFR §122.41(1)(6)(ii)):

a. Any unanticipated bypass that exceeds any effluent limitation in this Order.
(40 CFR §122.41(1)(6)(ii)(A).)

b. Any upset that exceeds any effluent limitation in this Order. (40 CFR
§122.41(1)(6)(ii)(B).)

3. The Regional Water Board may waive the above-required written report under this
provision on a case-by-case basis if an oral report has been received within
24 hours. (40 CFR §122.41(1)(6)(iii).)

F. Planned Changes

The Discharger shall give notice to the Regional Water Board as soon as possible of
any planned physical alterations or additions to the permitted facility. Notlce is required
under this provision only when (40 CFR §122.41(1)(1)):

1. The alteration or addition to a permitted facility may meet one of the criteria for
determining whether a facility is a new source in section 122.29(b) (40 CFR

§122.41()(1)(0)); or

2. The alteration or addition could significantly change the nature or increase the
quantity of pollutants discharged. This notification applies to pollutants that are not
subject to effluent limitations in this Order. (40 CFR §122.41(1)(1)(ii).)

3. The alteration or addition results in a significant change in the Discharger's sludge
use or disposal practices, and such alteration, addition, or change may justify the
application of permit conditions that are different from or absent in the existing
permit, including notification of additional use or disposal sites not reported during

© the permit application process or not reported pursuant to an approved land
application plan. (40 CFR §122.41()(1)(iii).)
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G. Anticipated Noncompliance

The Discharger shall give advance notice to the Regional Water Board or State Water
Board of any planned changes in the permitted facility or activity that may result in
noncompliance with General Order requirements. (40 CFR §122.41(1)(2).)

H. Other Noncompliance

The Discharger shall report all instances of noncompliance not reported under
Standard Provisions — Reporting V.C, V.D, and V.E above at the time monitoring
reports are submitted. The reports shall contain the information listed in Standard
Provision — Reporting V.E above. (40 CFR §122.41(1)X7).)

I. Other Information

When the Discharger becomes aware that it failed to submit any relevant facts in a
permit application, or submitted incorrect information in a permit application or in any
report to the Regional Water Board, State Water Board, or USEPA, the Discharger
shall promptly submit such facts or information. (40 CFR §122.41(1)(8).)

VI. STANDARD PROVISIONS - ENFORCEMENT

A. The Regional Water Board is authorized to enforce the terms of this permit under
several provisions of the Water Code, including, but not limited fo, sections 13385,
13386, and 13387.

VIl. ADDITIONAL PROVISIONS - NOTIFICATION LEVELS
A. Publicly-Owned Treatment Works (POTWs)

All POTWs shall provide adequate notice to the Regional Water Board of the following
(40 CFR §122.42(b)): ’

1. Any new introduction of pollutants into the POTW from an indirect discharger that
would be subject to sections 301 or 306 of the CWA if it were directly discharging
those pollutants (40 CFR §122.42(b)(1)); and

2. Any substantial change in the volume or character of pollutants being introduced
into that POTW by a source introducing pollutants into the POTW at the time of
adoption of the Order. (40 CFR §122.42(b)(2).)

3. Adequate notice shall include information on the quality and quantity of effluent
introduced into the POTW as well as any anticipated impact of the change on the
quantity or quality of effluent to be discharged from the POTW. (40 CFR
§122.42(b)(3).)
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ATTACHMENT E — MONITORING AND REPORTING PROGRAM (MRP)

The Code of Federal Regulations section 122.48 requires that all NPDES permits specify
monitoring and reporting requirements. Water Code Sections 13267 and 13383 also authorize
the Regional Water Quality Control Board (Regional Water Board) to require technical and
monitoring reports. This MRP establishes monitoring and reporting requirements, which
implement the federal and state regulations.

l.  GENERAL MONITORING PROVISIONS

A. Samples and measurements taken as required herein shall be representative of the
volume and nature of the monitored discharge. All samples shall be taken at the
monitoring locations specified below and, unless otherwise specified, before the
monitored flow joins or is diluted by any other waste stream, body of water, or
substance. Monitoring locations shall not be changed without notification to and the
approval of this Regional Water Board.

B. Chemical, bacteriological, and bioassay analyses shall be conducted at a laboratory
certified for such analyses by the State Department of Public Health (DPH; formerly
the Department of Health Services). In the event a certified laboratory is not available
to the Discharger, analyses performed by a noncertified laboratory will be accepted
provided a Quality Assurance-Quality Control Program is instituted by the laboratory.
A manual containing the steps followed in this program must be kept in the laboratory
and shall be available for inspection by Regional Water Board staff. The Quality
Assurance-Quality Control Program must conform to USEPA guidelines or to
procedures approved by the Regional Water Board.

C. All analyses shall be performed in a laboratory certified to perform such analyses by
the California DPH, with the exception of pH and temperature. Laboratories that
perform sample analyses shall be identified in all monitoring reports. Analyses that
cannot be transported to, and measured by, a certified laboratory within the maximum
allowable holding time (e.g., measurement of pH within 15 minutes per Standard
Methods) can be performed in a noncertified laboratory providing a Quality Assurance-
Quality Control Program is instituted by the laboratory.

D. Appropriate flow measurement devices and methods consistent with accepted
scientific practices shall be selected and used to ensure the accuracy and reliability of
measurements of the volume of monitored discharges. All monitoring instruments and
devices used by the Discharger to fulfill the prescribed monitoring program shall be
properly maintained and calibrated as necessary to ensure their continued accuracy.
All flow measurement devices shall be calibrated at least once per year to ensure
continued accuracy of the devices.

E. Monitoring results, including noncompliance, shall be reported at intervals and in a
manner specified in this Monitoring and Reporting Program.
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. MONITORING LOCATIONS

The Discharger shall establish the following monitoring locations to demonstrate
compliance with the effluent limitations, discharge specifications, and other requirements
in this Order:

Table E-1. Monltormg Statlon Locatlons
Dlscharge Monitoring SRR B

~Point [ Location
. 'Name : | ~Name : LT b e B e
-- INF-001 | A location where a representative sample of the influent into the Facility can be collected.
A location where a representative Effluent Limitations Schedule A
sample of the effluent from the Flow in Deer Creek provides less than a daily
Facility can be collected after all average stream flow-to-effluent dilution of 20:1.
001 EFF-001 [treatment processes and prior to —
being discharged into Deer Creek. Effluent Limitations Schedule B
[Latitude 38° 37’ 37" N and Flow in Deer Creek provides a daily average
Longitude 120° 59’ 10" W] stream flow-to-effluent dilution of 20:1 or more.

-- REC-001 [ A location where a representative sample of the reclaimed water can be collected.

Gauging station upstream of the point of discharge at the first bridge crossing Deer Creek
- RSW-001 .
as part of the access road to the Facility.

100 feet downstream of the confluence of the secondary channel and the main stem of

- RSW-002 Deer Creek.

-- BIO-001 [ A location where a representative sample of biosoclids can be obtained.

-- SPL-001 [ A location where a representative sample of the municipal water supply can be obtained.

-- UVS-001 | Ultraviolet (UV) Disinfection System.

lll. INFLUENT MONITORING REQUIREMENTS
A. Monitoring Location INF-001

1. The Discharger shall monitor influent to the Facility at Monitoring Location INF-001
as follows:

Table E-2 Influent Monltormg

~Minimum Sampling
‘Frequency -

Paramoter S e

Flow

Meter Continuous

Conventional Pollutants

24-hour

Biochemical Oxygen Demand

(SOdC:y @ 2(1) C)yg mg/L Composite ® 2/Week i

Total Suspended Solids * mglL c 24-hour 2/Week 2
omposite

-Non-Conventional Pollutants - - /50 mm il s i P i

Electrical Conductivity @ 25°C | umhos/cm Grab 1/Quarter 2

Total Dissolved Solids mg/L Grab 1/Quarter 2

' BODs and TSS samples shall be collected at approximately the same time as effiluent samples and should be representative of the influent.
2 Pollutants shall be analyzed using the analytical methods described in 40 CFR Part 136.
® 24-hour flow proportional composite samples.
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IV. EFFLUENT MONITORING REQUIREMENTS
A. Monitoring Location EFF-001

1. The Discharger shall monitor the treated effluent at Monitoring Locations EFF-
001for Effluent Limitations Schedule A or Effluent Limitations Schedule B as
follows. If more than one analytical test method is listed for a given parameter, the
Discharger must select from the listed methods and corresponding minimum level:

Table E-3. Effluent Monitoring

' Parameter ;
Flow MGD
Conventional Pollutants... - = ..o ;
Biochemical Oxygen Demand mg/L 24-Hr Composite 5/Week 8
(5-day @ 20°C) Ibs/day Calculate 5/Week 3
pH standard units Grab 1/Day 8
. mg/L 24-Hr Composite * 5/Week 3
Total S ded Solid
otal stispended Solids Ibs/day Calculate 5/Week 8

Priority Pollutants

Bis (2-ethylhexyl) Phthalate ug/L Grab 1/Month 3
Mercury, Total Recoverable ug/L Grab 1/Month 4.5
Zinc, Total Recoverable ug/L Grab 1/Month 8.4

Priority Pollutants and Other
Pollutants of Concern ®

ug/L 24-Hr Composite 7 8 8.4

Non-Conventional Pollutants’

Ammonia Nitrogen, Total (as N) mg/L Grab 1/Week

Electrical Conductivity @ 25°C umhos/cm Grab 1/Week 3
Hardness (as CaCOj3) mg/L Grab 1/Week 3
Methylmercury ug/L Grab 1/Month 3.3
Nitrate Nitrogen, Total (as N) mg/L Grab 1/Week 8
Nitrite Nitrogen, Total (as N) mg/L Grab 1/Week ¢
Nitrate Plus Nitrite (as N) mg/L Grab 1/Week 8
Temperature - °F Grab 1/Day 8
Total Coliform Organisms MPN/100 mL Grab 5/Week s

" For continuous analyzers, the Discharger shall report documented routine meter maintenance activities, including date, time of day, and

duration, in which the analyzer(s) is not in operation.

24-hour flow proportional composite samples.,

Pollutants shall be analyzed using the analytical methods described in 40 CFR Part 136.

For priority pollutant constituents with effluent limitations, detection limits shall be below the effluent limitations. If the lowest minimum level
{ML) published in Appendix 4 of the Policy for Implementation of Toxics Standards for Inland Surface Waters, Enclosed Bays, and Estuaries
of California (SIP) is not below the effluent limitation, the detection limit shall be the lowest ML. For priority pollutant constituents without
effluent limitations, the detection limits shall be equal to or less than the lowest ML published in Appendix 4 of the SIP.

Unfiltered methylmercury and total mercury samples shall be taken using clean hands/dirty hands procedures, as described in USEPA
Method 1669: Sampling Ambient Water for Trace Metals at EPA Water Quality Levels, for collection of equipment blanks (section 9.4.4.2),
and shall be analyzed by USEPA Method 1630/1631 (Revision E) with a method detection limit of 0.02 ng/L for methylmercury and 0.2 ng/L.
for total mercury.

See List of Priority Pollutants and Other Pollutants of Concern in Attachment .

Volatile constituents shall be sampled in accordance with 40 CFR Part 136.

Priority pollutants shall be sampled quarterly during the third year following the date of permit adoption and shall be conducted concurrently
with upstream receiving water monitoring for hardness (as CaCOs) and pH. The Discharger is not required to conduct effluent monitoring for
priority pollutants that have already been sampled in a given quarter, as required in Table E-3.

2
3
4
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V. WHOLE EFFLUENT TOXICITY TESTING REQUIREMENTS

A. Acute Toxicity Testing. The Discharger shall conduct acute toxicity testing to
determine whether the effluent is contributing acute toxicity to the receiving water.
The Discharger shall meet the following acute toxicity testing requirements:

1. Monitoring Frequency — The Discharger shall perform quarterly acute toxicity
testing, concurrent with effluent ammonia sampling.

2. Sample Types — For static non-renewal and static renewal testing, the samples
shall be grab samples and shall be representative of the volume and quality of the
discharge. The effluent samples shall be taken at the effluent monitoring location
EFF-001.

3. Test Species — Test species shall be rainbow trout (Oncorhynchus mykiss).

4. Methods — The acute toxicity testing samples shall be analyzed using
EPA-821-R-02-012, Fifth Edition, and its subsequent amendments or revisions.
The bioassay shall sample undiluted effluent after the UV disinfection process and
prior to discharge to Deer Creek. The bioassay shall be started on different days
to assure representative sampling of the wastestream. Temperature and pH shall
be recorded each day of the test. No pH adjustment may be made unless
approved by the Executive Officer.

5. Test Failure — If an acute toxicity test does not meet all test acceptability criteria, as
specified in the test method, the Discharger must re-sample and re-test as soon as
possible, not to exceed 7 days following notification of test failure.

B. Chronic Toxicity Testing. The Discharger shall conduct three species chronic
toxicity testing to determine whether the effluent is contributing chronic toxicity to the
receiving water. The Discharger shall meet the following chronic toxicity testing
requirements:

1. Monitoring Frequency — The Discharger shall perform quarterly, three species
chronic toxicity testing.

2. Sample Types — Effluent samples shall be flow proportional 24-hour composites
and shall be representative of the volume and quality of the discharge. The
effluent samples shall be taken at the effluent monitoring location specified in the
Monitoring and Reporting Program. The receiving water control shall be a grab
sample obtfained from the RSW-001 sampling location, as identified in the
Monitoring and Reporting Program.

3. Sample Volumes — Adequate sample volumes shall be collected to provide
renewal water to complete the test in the event that the discharge is intermittent.
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4. Test Species — Chronic toxicity testing measures sublethal (e.g., reduced growth,

reproduction) and/or lethal effects to test organisms exposed to an effluent
compared to that of the control organisms. The Discharger shall conduct chronic
toxicity tests with:

o The cladoceran, water flea, Ceriodaphnia dubia (survival and reproduction
test);

¢ The fathead minnow, Pimephales promelas (larval survival and growth test);
and

e The green alga, Selenastrum capricornutum (growth test).

- Methods — The presence of chronic toxicity shall be estimated as specified in

Short-term Methods for Estimating the Chronic Toxicity of Effluents and Receiving
Waters fo Freshwater Organisms, Fourth Edition, EPA/821-R-02-013,
October 2002, and its subsequent amendments or revisions.

Reference Toxicant — As required by the SIP, all chronic toxicity tests shall be
conducted with concurrent testing with a reference toxicant and shall be reported
with the chronic toxicity test results.

Dilutions — The routine quarterly chronic toxicity testing shall be performed, at a
minimum, using 100 percent undiluted effluent. Should serial dilutions of the
effluent also be tested for routine monitoring purposes, the dilution series identified
in the table below shall be used. The receiving water control shall be used as the
diluent for serial dilutions (unless the receiving water is toxic or dry upstream of the
discharge) The dilution series identified in the table below must be used for
accelerated monitoring tests and tests associated with a TRE.

Table E-4 Chronlc Toxmlty Testmg Dilution Series

« , D|Iut|ons (% SoiiControlst
e LTS ] [ e T N e ‘Receiving : |.:Laboratory;.
G v ‘~'100 e Th e .50»,.1‘ 28 . “Water > | "Water i
% Efﬂuent 100 75 50 25 12.5 0] 0
% Receiving Water 0 25 50 75 87.5 100 0
% Laboratory Water 0 0 0 0 0 0 100

8.

Test Failure —The Discharger must re-sample and re-test as soon as possible, but
no later than fourteen (14) days after receiving notification of a test failure. A test
_failure is defined as follows:
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a. The reference toxicant test or the effluent test does not meet all test acceptability
criteria as specified in the Short-term Methods for Estimating the Chronic Toxicity
of Effluents and Receiving Waters to Freshwater Organisms, Fourth Edition,
EPA/821-R-02-013, October 2002 (Method Manual), and its subsequent
amendments or revisions; or

b. The percent minimum significant difference (PMSD) measured for the test
exceeds the upper PMSD bound variability criterion in Table 6 on page 52 of the
Method Manual. (A retest is only required in this case if the test results do not
exceed the monitoring trigger specified in Special Provisions VI. 2.a.iii.)

C. WET Testing Notification Requirements. The Discharger shall notify the Regional
Water Board within 24-hrs after the receipt of test results exceeding the monitoring
trigger during regular or accelerated monitoring, or an exceedance of the acute toxicity
effluent limitation.

D. WET Testing Reporting Requirements. All toxicity test reports shall include the
contracting laboratory’s complete report provided to the Discharger and shall be in
accordance with the appropriate “Report Preparation and Test Review” sections of the
method manuals. At a minimum, whole effluent toxicity monitoring shall be reported
as follows:

1. Chronic WET Reporting. Regular chronic toxicity monitoring results shall be
reported to the Regional Water Board within 30 days following completion of the
test, and shall contain, at minimum:

a. The results expressed in TUc, measured as 100/NOEC, and also measured as
100/LCsg, 100/ECys, 100/1C4s, and 100/1Cs, as appropriate.

b. The statistical methods used to calculate endpoints;

c. The statistical output page, which includes the calculation of the percent
minimum significant difference (PMSD);

d. The dates of sample collection and initiation of each toxicity test; and
e. The results compared to the numeric toxicity monitoring trigger.

Additionally, the monthly discharger self-monitoring reports shall contain an
updated chronology of chronic toxicity test results expressed in TUc, and
organized by test species, type of test (survival, growth or reproduction), and
monitoring frequency, i.e., either quarterly, monthly, accelerated, or TRE.
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2. Acute WET Reporting. Acute toxicity test results shall be submitted with the
monthly discharger self-monitoring reports and reported as percent survival.

3. TRE Reporting. Reports for Toxicity Reduction Evaluations shall be submitted in
accordance with the schedule contained in the Discharger’s approved TRE Work
Plan.

4. Quality Assurance (QA). The Discharger must provide the following information
for QA purposes:

a. Results of the applicable reference toxicant data with the statistical output page
giving the species, NOEC, LOEC, type of toxicant, dilution water used,
concentrations used, PMSD, and dates tested.

b. The reference toxicant control charts for each endpoint, which include summaries
of reference toxicant tests performed by the contracting laboratory.

c. Any information on deviations or problems encountered and how they were dealt
with.

Vl. LAND DISCHARGE MONITORING REQUIREMENTS - [NOT APPLICABLE]

VIl. RECLAMATION MONITORING REQUIREMENTS
A. Monitoring Locations REC-001
1. The Discharger shall monitor reclaimed water at REC-001 as follows:

Table E-5 Reclamatlon Momtormg Requlrements
R i lmmum Samplin 'equwed ‘Analytical

Frequency. ' Test Method '

Continuous -

Parameter :
Flow MGD

VIil. RECEIVING WATER MONITORING REQUIREMENTS - SURFACE WATER
A. Monitoring Locations RSW-001 and RSW-002

1. The Discharger shall monitor Deer Creek at RSW-001 and RSW-002 as follows:
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mple | Min

Table E-6. Receiving Water Monitoring Requirements

Flow

MGD

‘Conventional Pollutants = -~ =i

Meter Continuous

pH standard units | Grab 1/Week

PriorltyPolIutants et e e e B I }
'Non-Conventional Pollutants . = ' g
Dissolved Oxygen mg/L Grab 1/Week z
Electrical Conductivity @ 25°C umhos/cm Grab 1/Week z
Hardness (as CaCOs) mg/L Grab 1/Week 2
Radionuclides pCi/t Grab 1/Year 2
Temperature °F/°C -~ Grab 1/Week 2
Turbidity NTU Grab 1/Week 2
1

2
3
4

5

Monitoring required at RSW-001 only.
Pollutants shall be analyzed using the analytical methods described in 40 CFR Part 136.
See List of Priority Pollutants and Other Pollutants of Concern in Attachment 1.
Priority pollutants shall be sampled quarterly at RSW-001 during the third year following the date of permit
adoption and shall be conducted concurrently with effluent monitoring for hardness (as CaC0O3) and pH.
Pollutants shall be analyzed using the analytical methods described in 40 CFR Part 136; for priority pollutants the
methods must meet the lowest minimum levels (MLs) specified in Appendix 4 of the SIP, where no methods are
specified for a given pollutant, by methods approved by this Regional Water Board or the State Water Board. See
Attachment H for specific requirements.

IX. OTHER MONITORING REQUIREMENTS

A. Biosolids

1. Monitoring Location BIO-001

a. A composite sample of sludge shall be collected annually at Monitoring
Location BIO-001 in accordance with USEPA's POTW Sludge Sampling and
~ Analysis Guidance Document, August 1989, and tested for the metals listed in

Title 22.

b. A composite sample of sludge shall be collected once during the term of the
Order at Monitoring Location BIO-001 in accordance with USEPA’s POTW

Sludge Sampling and Analysis Guidance Document, August 1989, and tested
for the priority pollutants listed in 40 CFR section 122 Appendix D, Tables Il and
[l (excluding total phenols).

¢. Sampling records shall be retained for a minimum of 5 years. A log shall be
maintained of sludge quantities generated and of handling and disposal
activities. The frequency of entries is discretionary; however, the log must be
complete enough to serve as a basis for part of the annual report.
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d. Upon removal of sludge, the Discharger shall submit characterization of sludge
quality, including sludge percent solids and the most recent quantitative results
of chemical analysis for the priority pollutants listed in 40 CFR Part 122,
Appendix D, Tables Il and Il (excluding total phenols). In addition to USEPA’s
POTW Sludge Sampling and Analysis Guidance Document, August 1989,
suggested methods for analysis of sludge are provided in USEPA publications
titted "Test Methods for Evaluating Solid Waste: Physical/Chemical Methods"
and "Test Methods for Organic Chemical Analysis of Municipal and Industrial
Wastewater". Recommended analytical holding times for sludge samples
should reflect those specified in 40 CFR 136.6.3(e). Other guidance is
available.

B. Municipal Water Supply
1. Monitoring Location SPL-001
The Discharger shall monitor the municipal water supply at SPL-001 as follows.

Table E-7. MunICIpal Water Supply Monltormg Requnrements

Lyp:
Electrical Conductivity @ 25°C pmhos/cm Grab' 1/Quarterly
Total Dissolved Solids mg/L Grab 1/Quarterly - 2

' If the water supply is from more than one source, electrical conductivity shall be reported as a weighted average
and include copies of supporting calculations.
Pollutants shall be analyzed using the analytical methods described in 40 CFR Part 136.

2

C. Ultraviolet Disinfection System
1. Monitoring Location UVS-001

The Discharger shall monitor the ultraviolet disinfection system at Monitoring
Location UVS-001 as follows.

Table E 8. UItraonet Dlsmfectlon Monltorlng Requnrements _

» ‘ Parameter ple 1 Ml?}?rl;?ui?::;hngﬁ
Flow rate MGD Meter Continuous '
Turbidity NTU Meter Continuous '
Number of UV banks in operation ~ Number Meter Continuous
UV Transmittance Percent (%) Meter Continuous '

UV Dose * MW-sec/cm® Calculated Continuous

! For continuous analyzers, the Discharger shall report documented routine meter maintenance activities, including date, time

of day, and duration, in which the analyzer(s) is not in operation.

Report daily average turbidity and maximum. If the influent exceeds 10 NTU, collect a sample for total coliform organisms
and report the duration of the turbidity exceedance.

The turbidity meter shall be stationed immediately after the filters, prior to the UV disinfection process.

Report daily minimum UV dose, daily average UV dose, and weekly average UV dose. For the daily minimum UV dose, also
report associated number of banks, gallons per minute per lamp, and UV transmittance used in the calculation. If effluent
discharge has received less than the minimum UV dose and is not diverted from discharging to Deer Creek, report the
duration and dose calculation variables associated with each incident.

2

3
4
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1.

X. REPORTING REQUIREMENTS

A. General Monitoring and Reporting Requirements

The Discharger shall comply with all Standard Provisions (Attachment D) related to
monitoring, reporting, and recordkeeping.

Upon written request of the Regional Water Board, the Discharger shall submit a
summary monitoring report. The report shall contain both tabular and graphical
summaries of the monitoring data obtained during the previous year(s).

Compliance Time Schedules. For compliance time schedules included in the
Order, the Discharger shall submit to the Regional Water Board, on or before each
compliance due date, the specified document or a written report detailing
compliance or noncompliance with the specific date and task. If noncompliance is
reported, the Discharger shall state the reasons for noncompliance and include an
estimate of the date when the Discharger will be in compliance. The Discharger
shall notify the Regional Water Board by letter when it returns to compliance with
the compliance time schedule.

The Discharger shall report to the Regional Water Board any toxic chemical
release data it reports to the State Emergency Response Commission within
15 days of reporting the data to the Commission pursuant to section 313 of the
"Emergency Planning and Community Right to Know Act” of 1986. '

Reporting Protocols. The Diécharger shall report with each sample result the
applicable Reporting Level (RL) and the current Method Detection Limit (MDL), as
determined by the procedure in Part 136.

The Discharger shall report the results of analytical determinations for the
presence of chemical constituents in a sample using the following reporting
protocols:

a. Sample results greater than or equal to the RL shall be reported as measured
by the laboratory (i.e., the measured chemical concentration in the sample).

b. Sample results less than the RL, but greater than or equal to the laboratory’s
MDL, shall be reported as “Detected, but Not Quantified,” or DNQ. The
estimated chemical concentration of the sample shall also be reported.

For the purposes of data collection, the laboratory shall write the estimated
chemical concentration next to DNQ as well as the words “Estimated
Concentration” (may be shortened to “Est. Conc.”). The laboratory may, if such
information is available, include numerical estimates of the data quality for the
reported result. Numerical estimates of data quality may be percent accuracy
(+ a percentage of the reported value), numerical ranges (low to high), or any
other means considered appropriate by the laboratory.
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c. Sample results less than the laboratory’s MDL shall be reported as “Not
Detected,” or ND.

d. Dischargers are to instruct laboratories to establish calibration standards so
that the ML value (or its equivalent if there is differential treatment of samples
relative to calibration standards) is the lowest calibration standard. At no time
is the Discharger to use analytical data derived from extrapolation beyond the
lowest point of the calibration curve.

6. Multiple Sample Data. When determining compliance with an AMEL, AWEL, or
MDEL for priority pollutants and more than one sample result is available, the
Discharger shall compute the arithmetic mean unless the data set contains one or
more reported determinations of “Detected, but Not Quantified” (DNQ) or “Not
Detected” (ND). In those cases, the Discharger shall compute the median in place
of the arithmetic mean in accordance with the following procedure:

a. The data set shall be ranked from low to high, ranking the reported ND
determinations lowest, DNQ determinations next, followed by quantified values
(if any). The order of the individual ND or DNQ determinations is unimportant.

b. The median value of the data set shall be determined. If the data set has an
odd number of data points, then the median is the middle value. If the data set
has an even number of data points, then the median is the average of the two
values around the middle unless one or both of the points are ND or DNQ, in
which case the median value shall be the lower of the two data points where
DNQ is lower than a value and ND is lower than DNQ.

B. Self Monitoring Reports (SMRs)

1. At any time during the term of this permit, the State or Regional Water Board may
notify the Discharger to electronically submit Self-Monitoring Reports (SMRs) using
the State Water Board’s California Integrated Water Quality System (CIWQS)
Program Web site (http://www.waterboards.ca.gov/ciwgs/index.html). Until such
notification is given, the Discharger shall submit hard copy SMRs. The CIWQS
Web site will provide additional directions for SMR submittal in the event there will
be service interruption for electronic submittal.

2. Monitoring results shall be submitted to the Regional Water Board by the first day
of the second month following sample collection. Quarterly, semi-annual, and
annual monitoring results shall be submitted by the first day of the second
month following each calendar quarter, semi-annual period, and year,
respectively.
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3. Inreporting the monitoring data, the Discharger shall arrange the data in tabular
form so that the date, the constituents, and the concentrations are readily
discernible. The data shall be summarized in such a manner to illustrate clearly
whether the discharge complies with waste discharge requirements. The highest
daily maximum for the month, monthly and weekly averages, and medians, and
removal efficiencies (%) for BOD and Total Suspended Solids, shall be determined
and recorded as needed to demonstrate compliance.

4. With the exception of flow, all constituents monitored on a continuous basis
(metered), shall be reported as daily maximums, daily minimums, and daily
averages; flow shall be reported as the total volume discharged per day for each
day of discharge.

5. If the Discharger monitors any pollutant at the locations designated herein more
frequently than is required by this Order, the results of such monitoring shall be
included in the calculation and reporting of the values required in the discharge
monitoring report form. Such increased frequency shall be indicated on the
discharge monitoring report form. '

6. A letter transmitting the self-monitoring reports shall accompany each report. Such
a letter shall include a discussion of requirement violations found during the
reporting period, and actions taken or planned for correcting noted violations, such
as operation or facility modifications. If the Discharger has previously submitted a
report describing corrective actions and/or a time schedule for implementing the
corrective actions, reference to the previous correspondence will be satisfactory.
The transmittal letter shall contain the penalty of perjury statement by the
Discharger, or the Discharger's authorized agent, as described in the Standard
Provisions.

7. SMRs must be submitted to the Regional Water Board, signed and certified as
required by the Standard Provisions (Attachment D), to the address listed below:

Regional Water Quality Control Board
Central Valley Region

NPDES Compliance and Enforcement Unit
11020 Sun Center Dr., Suite #200

Rancho Cordova, CA 95670-6114

8. Monitoring periods and reporting for all required monitoring shall be completed
according to the following schedule:
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Table E 9. Monltorlng Periods and Reporting Schedule
Firet day of ’s“econd
Continuous | Permit effective date All calenc}ar month
following month of
sampling
(Midnight through 11:59 PM) or any | First day of second
1/Day Permit effective date 24-hour period that reasonably calenear month
represents a calendar day for following month of
purposes of sampling. sampling
Sunday following permit effective E;Setn%&a){” ?: se[?‘ond
X/Week date or on permit effective date if on | Sunday through Saturday - on
following month of
a Sunday : .
sampling
_ First day of calendar month following First day of second
1/Month permit effective date or on permit First day of calendar month through |calendar month
effective date if that date is first day | last day of calendar month following month of
of the month sampling
. 1 January through 31 March 1 May
ouarer | QS L Ao b | a0 e
effective date 1 July through 30 September 1 November
1 October through 31 December 1 February
2Year Closest of 1 January or 1 July 1 January through 30 June 1 August
following (or on) permit effective date | 1 July through 31 December 1 February
1 January following (or on) permit
1/Year offective date 1 January through 31 December 1 February

C. Discharge Monitoring Reports (DMRs)

1. As described in Section X.B.1 above, at any time during the term of this permit, the
State or Regional Water Board may notify the Discharger to electronically submit
SMRs that will satisfy federal requirements for submittal of Discharge Monitoring
Reports (DMRs). Until such notification is given, the Discharger shall submit
DMRs in accordance with the requirements described below.

2. DMRs must be signed and certified as required by the standard provisions
(Attachment D). The Discharger shall submit the original DMR and one copy of the

DMR to the address listed below:

e Standard jMall

Division of Water Quality
c/o DMR Processing Center
PO Box 100
Sacramento, CA 95812-1000

State Water Resources Control Board ‘

State Water Resources Control Board
Division of Water Quality
c/o DMR Processing Center
1001 | Street, 15" Floor
Sacramento, CA 95814
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3. All discharge monitoring results must be reported on the official USEPA pre-printed
DMR forms (EPA Form 3320-1). Forms that are self-generated cannot be
accepted unless they follow the exact same format as EPA form 3320-1.

D. Other Reports

1. Progress Reports. As specified in the Special Provisions, progress reports shall
be submitted in accordance with the following reporting requirements. At
minimum, the progress reports shall include a discussion of the status of final
compliance, whether the Discharger is on schedule to meet the final compliance
date, and the remaining tasks to meet the final compliance date.

Table E-10. Reportlng Requwements for SpeC|aI Provisions Progress Reports

Specnal Prowswn S .. w0 | 'Reporting Requnrements
Temperature Site-Specifi c Objectlve Study 1 May 2009
(section VI.C.2.c) 1 May 2010

2. Within 60 days of permit adoption, the Discharger shall submit a report outlining
minimum levels, method detection limits, and analytical methods for approval, with
a goal to achieve detection levels below applicable water quality criteria. Ata
minimum, the Discharger shall comply with the monitoring requirements for CTR
constituents as outlined in Section 2.3 and 2.4 of the Policy for Implementation of
Toxics Standards for Inland Surface Waters, Enclosed Bays, and Estuaries of
California, adopted 2 March 2000 by the State Water Resources Control Board.
All peaks identified by analytical methods shall be reported.

3. The Discharger’s sanitary sewer system collects wastewater using sewers, pipes,
pumps, and/or other conveyance systems and directs the raw sewage to the
wastewater treatment plant. A “sanitary sewer overflow” is defined as a discharge
to ground or surface water from the sanitary sewer system at any point upstream
of the wastewater treatment plant. Sanitary sewer overflows are prohibited by this
Order. All violations must be reported as required in Standard Provisions.
Facilities (such as wet wells, regulated impoundments, tanks, highlines, efc.) may
be part of a sanitary sewer system and discharges to these facilities are not
considered sanitary sewer overflows, provided that the waste is fully contained
within these temporary storage facilities.

4. Annual Operations Report. By 28 February of each year, the Discharger shall
submit a written report to the Executive Officer containing the following:

a. The names, certificate grades, and general responsnbllmes of all persons
employed at the Facility.
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